Abstract-In information theory an entropy encoding is a lossless data compression scheme that is independent of the specific characteristics of the medium. One of the main types of entropy coding creates and assigns a unique prefix-free code to each unique symbol that occurs in the input. These entropy encoders then compress data by replacing each fixed-length input symbol with the corresponding variable-length prefix-free output codeword. The length of each codeword is approximately proportional to the negative logarithm of the probability. Therefore, the most common symbols use the shortest codes. Context-based adaptive variable-length coding (CAVLC) is an important feature of the latest video coding standard H.264/AVC. Context-adaptive variablelength coding (CAVLC) is a form of entropy coding used in H.264/MPEG-4 AVC video encoding. It is an inherently lossless compression technique, like almost all entropy-coders. In H.264/MPEG-4 AVC, it is used to encode residual, zig-zag order, blocks of transform coefficients. It is an alternative to context-based adaptive binary arithmetic coding (CABAC). CAVLC requires considerably less processing to decode than CABAC, although it does not compress the data quite as effectively. CAVLC is supported in all H.264 profiles, unlike CABAC which is not supported in Baseline and Extended profiles. The coding technique using conventional CAVLC based on area efficient design, the second is on low power design architecture will lead to low throughput. In this project, an efficient CAVLC design is proposed. The main concept is the FPGA based pipelining scheme for parallel processing of two 4x4 blocks. When one block is processed by the scanning engine to collect the required symbols, its previous block is handled by the coding engine to translate symbols into bit stream. Our block based pipelined architecture doubles the throughput of CAVLC at high bit rates.
I. Introduction
Video compression uses modern coding techniques to reduce redundancy in video data. Most video compression algorithms and codecs combine spatial image compression and temporal motion compensation. In practice, most video codecs also use audio compression techniques in parallel to compress the separate, but combined data streams as one package. The majority of video compression algorithms use lossy compression. Uncompressed video requires a very high data rate. Although lossless video compression codecs perform at a compression factor of 5-12, a typical MPEG-4 lossy compression video has a compression factor between 20 and 200. As in all lossy compression, there is a trade-off between video quality, cost of processing the compression and decompression, and system requirements. Some video compression schemes typically operate on squareshaped groups of neighboring pixels, often called macro blocks. These pixel groups or comblocks of pixels are compared from one frame to the next, and the video compression codec sends only the differences within those blocks. Commonly during explosions, flames, flocks of animals, and in some panning shots, the highfrequency detail leads to quality decreases or to increases in the variable bit rate.
II.
H.264/MPEG-4 AVC H.264 or MPEG-4 Part 10, Advanced Video Coding (MPEG-4 AVC) is a block-oriented motion compensation-based video compression standard that is currently one of the most commonly used formats for therecording, compression, and distribution of video content. The intent of the H.264/AVC project was to create a standard capable of providing good video quality at substantially lower bit rates than previous standards (i.e., half or less the bit rate of MPEG-2, H.263, or MPEG-4 Part 2), without increasing the complexity of design so much that it would be impractical or excessively expensive to implement. An additional goal was to provide enough flexibility to allow the standard to be applied to a wide variety of applications on a wide variety of networks and systems, including low and high bit rates, low and high resolution video, broadcast, DVD storage, RTP/IP packet networks, and ITU-T multimedia telephony systems. The H.264 standard can be viewed as a "family of standards" composed of a number of different profiles. A specific decoder decodes at least one, but not necessarily all profiles. The decoder specification describes which profiles can be decoded. H.264 is typically used for lossy compression, although it is also possible to create truly lossless-coded regions within lossy-coded pictures or to support rare use cases for which the entire encoding is lossless.
Video compression
 Video compression is about reducing and removing redundant video data so that a digital video file can be effectively sent and stored. The process involves applying an algorithm to the source video to create a compressed file that is ready for transmission or storage.  To play the compressed file, an inverse algorithm is applied to produce a video that shows virtually the same content as the original source video.  The time it takes to compress, send, decompress and display a file is called latency.  A pair of algorithms that works together is called a video codec (encoder/decoder).  Video codec that implement different standards are normally not compatible with each other.  For instance, an MPEG-4 Part 2 decoder will not work with an H.264 encoder. Alternative description of data requiring less storage and bandwidth.
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Compressed 50Mb IV Entropy Encoder An entropy encoding is a lossless data compression scheme that is independent of the specific characteristics of the medium. One of the main types of entropy coding creates and assigns a unique prefix-free code to each unique symbol that occurs in the input. These entropy encoders then compress data by replacing each fixedlength input symbol with the corresponding variablelength prefix-free output codeword. The length of each codeword is approximately proportional to the negative logarithm of the probability. Therefore, the most common symbols use the shortest codes. .According to Shannon's source coding theorem, the optimal code length for a symbol is −logbP, where b is the number of symbols used to make output codes and P is the probability of the input symbol. Two of the most common entropy encoding techniques are Huffman coding and arithmetic coding. 1. PGA has the ability to operate faster than a microprocessor chip. 2. The new FPGAs that are on the market will support hardware that is upwards of one million gates. FPGAs are programmed using support software and a download cable connected to a computer. Once they are programmed, they can be disconnected from the computer and will retain their functionality until the power is removed from the chip. The FPGA consists of three major configurable elements:
1.  SRAM-based reprogrammable  One-time programmable (OTP). These two types of FPGAs differ in the implementation of the logic cell, and the mechanism used to make connections in the device. The dominant type of FPGA is SRAM-based and can be reprogrammed by the user as often as the user chooses. One-time programmable (OTP) FPGAs use anti-fuses (contrary to fuses, connections are made not "blown" during programming) to make permanent connections in the chip. [5] International Conference on Science and Engineering for Sustainable Development (ICSESD-2017) (www.jit.org.in The basic structure of Xilinx FPGAs is array_based, meaning that each chip comprises a two dimensional array of logic blocks that can be interconnected via horizontal and vertical routing channels. An illustration of this type of architecture was shown in Figure 3 .4. Xilinx introduced the first FPGA family, called the XC2000 series, in about 1985 and now offers three more generations: XC3000, XC4000, and XC5000. Although the XC3000 devices are still widely used, we will focus on the more recent and more popular XC4000 family. We note that XC5000 is similar to XC4000, but has been engineered to offer similar features at a more attractive price. We should also note that Xilinx has recently introduced an FPGA family based on antifuses, called the XC8100. The XC8100 has many interesting features, but since it is not yet in widespread use, we will not discuss it here. The Xilinx 4000 family devices range in capacity from about 2000 to more than 15,000 equivalent gates. The XC4000 features a logic block (called a Configurable Logic Block (CLB) by Xilinx) that is based on look-up tables (LUTs). A LUT is a small one bit wide memory array, where the address lines for the memory are inputs of the logic block and the one bit output from the memory is the LUT output. A LUT with K inputs would then correspond to a 2K x 1 bit memory, and can realize any logic function of its K inputs by programming the logic function's truth table directly into the memory. The XC4000 CLB contains three separate LUTs, in the configuration shown in Figure 3 .6. There are two 4-input LUTS that are fed by CLB inputs, and the third LUT can be used in combination with the other two. This arrangement allows the CLB to implement a wide range of logic functions of up to nine inputs, two separate functions of four inputs or other possibilities. Each CLB also contains two flip-flops.
Xilinx Devices (A) Platform FPGA
The Virtex-II solution is the first embodiment of the Platform FPGA, once again setting a new benchmark in performance, and offering a feature set that is unparalleled in the industry. With densities ranging from 40,000 up to 10 million system gates. Virtex-II solutions are empowered by advanced design tools that drive time to market advantages through fast design, powerful synthesis, smart implementation algorithms, and efficient verification capabilities.
[10] (B)Vertex FPGA The Xilinx Virtex™ series was the first line of FPGAs to offer one million system gates. Introduced in 1998, the Virtex product line fundamentally redefined programmable logic by expanding the traditional capabilities of field programmable gate arrays (FPGAs) to include a powerful set of features that address board level problems for high performance system designs. The latest devices in the Virtex-E series, unveiledin 1999, offer more than three million system gates. The Virtex-EM devices, introduced in 2000 and the first FPGAs to be manufactured using an advanced copper process, offer additional on chip memory for network switch applications. (C) Spartan FPGA Xilinx Spartan™ FPGAs are ideal for lowcost, high volume applications and are targeted as replacements for fixed-logic gate arrays and for application specific standard products (ASSP) products such as bus interface chip sets. The are four members of the family Spartan IIE (1.8V), Spartan II (2.5V), Spartan XL (3.3V) and Spartan (5V) devices. The Spartan-IIE (1.8V core) family offers some of the most advanced FPGA technologies available today, including programmable support for multiple I/O standards, on-chip block RAM.
[10] All Xilinx FPGA contain the same basic resources. Slices (grouped into CLBs) contain combinational logic and register resources IOBs Interface between the FPGA and the outside world Programmable interconnect
